
Model NO. HK-ITZ4011W

Image Device SENSOR CCD SONY EFFIO-P 960H EXVIEW 1/3"

TV System PAL/NTSC

Total Pixels 768(H)*548(V)

Effective Pixels 720(H)*540(V)

Scanning System Progressive Scanning

Synchronization Internal/ Line lock(phase adjust)

Horizontal Resolution 690HTVL-E

Min. Illumination 0Lux;(IR-ON )

S/N Ratio >50dB AGC OFF

Video Output 1Vp-p,75ohm, BNC

Lens Type 3.6-16mm DaiWon ICR Lens

Wide Dynamic Range 120dB max

D/N Selection Color/Black & White/Auto/Exit

WDR Control High/Medium/Normal/Low

Gain Control High/Low/Normal

White Balance Mode Tracking White Balance, Auto White Balance(ATW) 2200~10000 K

Electronic Shutter Speed 1/50~1/100,000sec(PAL),1/60~1/100,000sec(NTSC)

Backlight Compensation ON / OFF selectable

Infrared LED 48EA+2Array LED

IR Distance 80-100 Meters

Infrared Spectrum 850nm

Operation Temperature -20°C ~ 50°C

Storage Temperature -20°C ~ 50°C

Vandal-proof Casing Outdoor(IP67 Anti-thunder)

Input Voltage/Current DC12V,<1000mA

Adapter Requirement DC12V1.5A

Color Black,white

Dimensions 241*121*134mm

Net Weight 1375g/pcs
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