
Model   NO. HKIZD6IRVF

VIDEO

Image Device 1/3" Sony Color CCD

TV System PAL/NTSC

Total Pixels PAL:795(H)*596(V);NTSC:811(H)*508(V)

Effective Pixels PAL:752(H)*582(V);NTSC:768(H)*494(V)

Scanning System 2:1 Interlace

S h i ti I t lSynchronization Internal

Horizontal Resolution 600TVL

Min. Illumination 0Lux;(IR-ON )

S/N Ratio 50dB(AGC off)

Video Output 1Vp-p,75ohm, BNC

LENSLENS

Focal Length(Zoom Ratio) 4-9mm DaiWon Manual Iris

Lens Type Manual

Iris Adjustment DC/Video/Manual

OPERATIONAL

Day & Night Auto / Color/ B/W / EXT

Day to Night Delay 1s～30s option

White Balance ATW1/ATW2/AWC/MANUAL

Electronic Shutter Speed PAL:1/50 ~ 1/100,000sec; NTSC:1/60 ~ 1/100,000sec

Mirror ON/OFF

Sharpness 0～255 option

Contrast 0.3～1.0 option

Lens Shad 0-255 option

Blacklight ON/OFF

Menu Language Chinese,English

Font Color 0-15 option

HLC On/Off 0～255 optionHLC On/Off，0～255 option

DPC Support

Privacy Masking ON/OFF (8 areas)

Privacy Masking Color OFF/ON(1-16 option)

Park Line Support

D-WDR OFF/ON(0-63 level adjustable)O /O (0 63 e e adjustab e)

Motion Detection ON/OFF (4 areas)

DNR 2D:ON/OFF

Neg.Image Support

Infrared LED 18EA

IR Distance 15-20 Meters

Infrared Spectrum 850nm



ENVIRONMENTAL

Operation Temperature -10°C ~ +50°C

Storage Temperature  -20°C ~ +60°C

Vandal-proof Casing Vandalproof Casing

ELECTRICAL

/C CInput Voltage/Current  DC12V 240mA

Adapter Requirement DC12V1A

MECHANICAL

Color White

Dimensions Φ150*107mm

Net Weight 1065g/pcsNet Weight 1065g/pcs


